
6401 U-102-500 Flush Mounted Inserts Flush-
mounted installation boxes and inserts

6401 U-102-500

Extension du type de produit 6401 U-102-500

Code de produit 2CKA006401A0049

EAN 4011395991312

Description courte 6401 U-102-500 Flush Mounted Inserts Flush-mounted installation boxes and inserts

Description longue

3 wire connection (neutral conductor required). For Busch-Watchdog 180 FP sensor for All
Weather 44 6800-3x-102C. For comfort timer control element 6455-101-500. For Busch-

Watchdog 180 flush-mounted Sensor Standard 6810-21x-101. For Busch-Watchdog 180
flush-mounted sensor Comfort II 6800-xxx-104 and 6800-xxx-104M. For Busch-Watchdog
Presence tech 6813-xxx-101 und 6813/11-xxx. For Busch-Remote control IR control cover

6067-xxx-10x. For control cover with control lamp 6543-xxx-10x. Combinable with Busch-
Watchdog extension insert 6805 U. Operation also possible via conventional push buttons

(2020 US, 2021/6 UK).

Informations générales

PRODUCT-DETAILS

Technique
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2CKA006800A2168  
2CKA006800A2170  
2CKA006800A2232  
2CKA006800A2075  
2CKA006800A2076  
2CKA006800A2077  
2CKA006800A2172  
2CKA006800A2079  
2CKA006800A2081  
2CKA006800A2099  
2CKA006800A2101  
2CKA006800A2103  
2CKA006800A2105  
2CKA006800A2107  
2CKA006800A2109  
2CKA006800A2157  
2CKA006800A2165  
2CKA006800A2122  
2CKA006800A2124  
2CKA006800A2118  
2CKA006800A2120  
2CKA006800A2084  
2CKA006800A2085  
2CKA006800A2086  
2CKA006800A2169  
2CKA006800A2171  
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2CKA006800A2092  
2CKA006800A2093  
2CKA006800A2173  
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2CKA006800A2097  
2CKA006800A2100  
2CKA006800A2102  
2CKA006800A2104  
2CKA006800A2106  
2CKA006800A2108  
2CKA006800A2110  
2CKA006800A2158  
2CKA006800A2167  
2CKA006800A2123  
2CKA006800A2119  
2CKA006800A2121  
2CKA006800A2125  
2CKA006800A2161  
2CKA006800A2162  
2CKA006800A2163  
2CKA006800A2178  
2CKA006410A0399

230 VTension nominale (Ur)

230 V AC/DCAuxiliary Voltage AC/DC

10 ACourant nominal (In)

50...50 HzFréquence (f)

50 HzFréquence assignée (f)

0...2300 WMinimum Switching
Capacity

1Nombre de sorties

Flush-mounted installation boxes and insertsProduct Range

230 V incandescent lamps, 230 V halogen lamps, fluorescent lamps and low-
voltage halogen lamps, that are operated via transformers.

Type de charge

Flush MountedType de montage

Surface protection: Untreated  
Surface finishing: Glossy

Finition de surface

Plastic (2)Matériau

RelayModel Number

0 gPoids de la batterie

0Nombre de batteries

Environnement
Operation -25 ... +55 °CTempérature de l’air

ambiant

Following EU Directive 2002/95/EC August 18, 2005 and amendmentStatut RoHS

Dimensions
0.129 kgPoids net

32 mmProfondeur
d'encastrement (t2)

Emballage
1 pièceEmballage Niveau 1

Unités

92 mmEmballage Niveau 1
Largeur
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58 mmEmballage Niveau 1
Hauteur

78 mmEmballage Niveau 1
Longueur

0.129 kgEmballage Niveau 1 Poids

4011395991312Emballage Niveau 1 EAN

10 pièceEmballage Niveau 2
Unités

168 mmEmballage Niveau 2
Largeur

112 mmEmballage Niveau 2
Hauteur

298 mmEmballage Niveau 2
Longueur

1.415 kgEmballage Niveau 2 Poids

Commande
1 pièceQuantité minimum

85389099Code douanier

2619619E-Number (Finland)

Germany (DE)Pays d'origine

Certificats et Déclarations (Numéro de document)
2CKA100000E1567Déclaration de Conformité

- CE

DEBJE-6401-U-102-BA ABB_DinA4-Online-chiInstructions et manuels

2CKA309999E9999REACH Declaration

9AKK104295D8727Informations RoHS

Popular Downloads
No document neededFiche produit, informations

techniques

DEBJE-6401-U-102-BA ABB_DinA4-Online-chiInstructions et manuels

Classifications
EC001588 - Electronic switchETIM 7

EC001588 - Electronic switchETIM 8

5. Small Equipment (No External Dimension More Than 50 cm)Catégorie DEEE

Business To ConsumerDEEE B2C / B2B

8538 90 99CN8
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Produits basse tension  → StandAlone Electronics  → Presence Detector  → Presence Detector Series  → Actuators  → Electronic Switch
Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - ABB Nordics  → Design Calle  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Basic 55  → Design Basic55  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Allwetter 44 (IP 44)  → Flush
Mounted Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Alpha  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Busch-Axcent  → Flush Mounted
Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Busch-Balance SI  → Flush
Mounted Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Busch-Dynasty  → Flush Mounted
Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Busch-Nova  → Flush Mounted
Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Carat  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Future  → Flush Mounted Inserts  
→ Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Impuls  → Flush Mounted Inserts  
→ Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Pur Stainless Steel  → Flush
Mounted Inserts  → Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design SI  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Flush Mounted VDE Range - Busch-Jaeger  → Design Solo  → Flush Mounted Inserts  →
Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Light / LoadControl  → Electronic Push Button  → Electronic Push Button - Flush Mounted  
→ Electronic Switch Inserts

Produits basse tension  → Switch Assortments  → Light / LoadControl  → Movement Detectors  → Movement Detectors - Flush Mounted  →
Electronic Switch Inserts

Catégories
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