nvent I

ANTISLINGERBEVESTIGING VOOR AAN STALEN CONSTRUCTIES, M10, M12
AANSL.

CATALOG NUMBER

CSBBRS1MEG
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FEATURES

Swivel barrel nut accepts 3/8" or 1/2" (M10 or M12) threaded rod

Kan op stalen constructiedelen worden bevestigd door middel van een zelfborende/zelftappende schroef

PRODUCT ATTRIBUTES
Article Number: 402239

Material: Staal

Finish: Elektrolytisch gegalvaniseerd
Rod Size: M10:M12

Flange Thickness: 2.7 = 12.7 mm
Height: 28.20 mm

Length: 40.400 mm

Width: 26.900 mm



Screw Diameter: 2.70 mm

Screw Length: 32 mm

ADDITIONAL PRODUCT DETAILS

Seismische bevestigingen voor sprinklerbuizen dienen alleen voor versteviging en niet voor het ophangen van sprinklerleidingen.

DIAGRAMS

WARNING

nVent products shall be installed and used only as indicated in nVent's product instruction sheets and training materials.

Instruction sheets are available at www.nvent.com and from your nVent customer service representative. Improper installation,
misuse, misapplication or other failure to completely follow nVent's instructions and warnings may cause product malfunction,
property damage, serious bodily injury and death and/or void your warranty.
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- Our powerful portfolio of brands:

nVent.com CADDY ERICO HOFFMAN RAYCHEM SCHROFF
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