
Productdetails KIT LED PRO CARRÉ 1x5 W

Productbeschrijving: KIT LED PRO CARRÉ 1x5 W
EAN/ Product : 4008321399021
Hoeveelheid: Vouwdoos (FS) bevat 1 Stuks (ST)

U vindt dit product  in de eCatalogus:
http://catalog.myosram.com?~language=NL&~country=BE&it_p=4008321399021

Toepassingen

Omschrijving van de fitting GU10

Beschermklasse IK ( Schok bestendig) IK02

Veiligheidsklasse II

Instelbaar ja

Type aansluiting FIXED CONNECTION (TERMINAL)

Stroom in ampère IP23

Beveiligd tegen ontsteken en brand F

Algemene beschrijving

Apparatuur UNKNOWN

Body Materiaal ALU-DIECAST

Verwijderingsbijdrage Ja

Aantal verlichtingspunten 1

Energy Label - EEI -

Licht sturing apparatuur ja

Normen CE

Technisch - Kleuren

Kleur van het product BRUSHED NICKEL

Technisch - Elektrische gegevens

Nominale stroom in ampère 22,00 M A

Bedrijf modus NOT RELEVANT

Nominaal vermogen 5 W

Nominale spanning 230 V

Net frequentie 50-60 Hz

Technisch - Afmetingen

Lengte in mm 90 mm

Diameter inbouw opening, in mm 80 mm

Breedte in mm 90 mm

Inbouwdiepte in mm ≥ 150 mm

Hoogte in mm 90 mm

Technisch - Lichttechnische gegevens

Kleurweergave index (Ra) -

Kleurtemperatuur in kelvin 3000 K

Stralingshoek in graden 20 °

Lichtsterkte in candela 375 cd

Technisch - Temperaturen

Glow Wire Test volgens IEC 695-2-1 960 °C
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Verpakkingseenheden

Verpakkingstype en inhoud Afmetingen in h x b x l Bruto gewicht Volume

4008321399021 Vouwdoos bevat 1 Stuks 114,000 mm x 112,000 mm x 145,000 mm 264,890 g (260,000 g) 1,851 Kub.
dec.

4008321399038 Verzenddoos bevat 6 Stuks 139,000 mm x 242,000 mm x 307,000 mm 1,884 kg (1,560 kg) 10,327 Kub.
dec.

BACKlight Protect BL04

Anything that spends all its life on the front of a building has to withstand so much water, dust and dirt. BACKlight Protect modules are setting new standards in moisture
resistance and robustness. With their new special encapsulation, impressive output, sharp light beams and long life these lighting systems have become firmly
established in the signage industry.

Special features

   •  New type W4F with twice the brightness
   •  NEW: Special encapsulation of the LED carriers for maximum robustness for installation and operation
   •  NEW: IP66 protection for permanent outdoor use in lettering and light boxes
   •  A reel comprises 2 LED chains consisting of 60 boards each with 2 LEDs (BL02LP) or 30 boards each with 4 LEDs (BL04LP)
   •  The flexible cables enable the luminance to be individually adjusted
   •  Installation from the reel and simple connection to the control gear reduces installation costs considerably
   •  The small height and wide beam angle enable extremely low-profile lettering to be created with uniform illumination
   •  Split points between the individual boards make it easier to prepare the boards and mount them in lettering
   •  The boards are installed with screws or self-adhesive installation aid
   •  Dimmable by pulse width modulation (PWM)

Applications

   •  Signage
   •  Backlighting of complex contours
   •  Ideal as efficient light sources for small to medium size lettering

Optional accessories

   •  Mounting aid for BACKlight and BACKlight Protect (BL-TP)
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