
Détails produits KIT LED PRO CARRÉ 1x5 W

Désignation produit : KIT LED PRO CARRÉ 1x5 W
EAN/Produit: 4008321399021
Quantité: Etui carton fermé (FS) Contient 1 Pièce (Pce)

Vous pouvez trouver ce produit  dans l'e-catalogue:
http://catalog.myosram.com?~language=FR&~country=BE&it_p=4008321399021

Applications

Référence de la douille GU10

Classe de protection IK (résistance aux IK02

Classe de protection II

Ajustable oui

Type de connections (F, N, ...) FIXED CONNECTION (TERMINAL)

Type de protection IP23

Protection contre le feu F

Description générale

Équipement UNKNOWN

Corps matériau ALU-DIECAST

Recyclable Oui

Nombre de positions de fonctionnement 1

Energy Label - EEI -

Équipement de points lumineux oui

Normes CE

Température de couleur

Couleur du luminaire BRUSHED NICKEL

Données électriques

Intensité nominale en ampères 22,00 M A

Mode de fonctionnement NOT RELEVANT

Puissance nominale 5 W

Tension nominale en volts 230 V

Fréquence du réseau 50-60 Hz

Dimensions

Longueur en mm 90 mm

Diamètre d'encastrement (mm) 80 mm

Largeur en mm 90 mm

Profondeur d'encastrement en mm ≥ 150 mm

Hauteur 90 mm

Données photométriques

Indice de rendu de couleurs (IRC) -

Temp. de couleur en degrés Kelvin 3000 K

Angle de ray. en degrés 20 °

Intensité lumineuse en candelas 375 cd

Température

Résistance au feu d'après CEI 695-2-1 960 °C
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Détails produits KIT LED PRO CARRÉ 1x5 W

Types d‘emballages

EAN Type d'emballage et contenu Dimensions en h x L x l Poids brut Volume

4008321399021 Etui carton fermé Contient 1 Pièce 114,000 mm x 112,000 mm x 145,000 mm 264,890 g (260,000 g) 1,851
Décim.cube

4008321399038 Carton de regroupement Contient 6 Pièce 139,000 mm x 242,000 mm x 307,000 mm 1,884 kg (1,560 kg) 10,327
Décim.cube

HCI metal halide lamps with POWERBALL ceramic technology

POWERBALL HCI-TC Shoplight lamps are ideal for displaying fabrics and food, and wherever color rendering and color matching are important criteria. They are single-
ended and UV-reduced. Approved for use only in enclosed luminaires.

Benefits of POWERBALL Shoplight

   •  Excellent color rendering (Group 1A) for warm white light color WDL
   •  Excellent rendering of red tones
   •  High effi ciency
   •  Uniform distribution of light
   •  Excellent color stability
   •  Very good luminous fl ux maintenance throughout the life of the lamp
   •  Little dependency on burning position
   •  Full output available soon after switching the lamp on
   •  High reliability thanks in part to reduced ceramic corrosio

Benefits of OSRAM UV filter technology

   •  Reduced material load within the luminaire
   •  Far exceeds the requirements of IEC 61167

Secure Fix G8.5 base from OSRAM

Secure Fix means:

1. Mechanically stable base design for a secure fit
2. Secure fit by decoupling the electrical contacts and positioning the lamp using holders with retaining springs
Secure Fix bases can be used in all G8.5 lamp holders that comply with the usual standards

Applications

Wherever color rendering is of utmost importance e.g.

   •  Shop interiors, shop windows
   •  Museums, exhibitions

System guarantee

For more and more lamps we are offering a system guarantee in conjunction with OSRAM POWERTRONIC control gear. For further information and the terms and
conditions of the guarantee go to www.osram.com/system-guarantee.
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